
• Sistema de arreglo lineal de tres vías.

• Incluye un altavoz de neodymiun de bajo peso de 12” de alta resistencia magnética y disipación térmica óptima.

• Incluye un altavoz de neodymiun de bajo peso de 10 «de alta resistencia magnética y disipación térmica óptima.

• Incluye un motor de compresión de neodimio de 1.4 «junto con una guía de onda W y dB.

• Herrajes de duraluminio y acero galvanizado integrados en cada gabinete.

• Guía de onda con dispersion vertical de 7º y horizontal de 120º.

• Rangos de baja frecuencia a alto SPL.

• El sistema bass re�ex funciona desde 60 Hz hasta 20 Khz.

Este gabinete está hecho de madera contrachapada de abedul Wissa. El sistema de para rigging está fabricado 
en aluminio y acero con especi�caciones aeronáuticas. Utiliza conectores Speakon NL4 para conexión a 
ampli�cadores de potencia. El acabado de la pintura es de poliurea de alta resistencia.
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TECHNICAL DATA VENTO THREE

Transducers

Coverage

Nominal impedance

Power AES

Maximun Peak SPL

Frecuency Range

Sensibility (1 W@ 1m)

Weigth

Enclosure Geometry

Angle adjustment

Dimensions (WxHxD)

Enclosure Material

Rigging

Finish

Colour

Connections

1 x 12”/ 1 x 10”/ 1 x 1,4”
120º Horiz. x 7º Vertical
LF 8Ω - MF 8Ω - HF 8Ω  
1180 W
139 dB SPL
50 Hz  to  20 kHz
1 w @ 1 m: 99 dB
43 Kg
Trapezoidal
 1º to 1º 
867 x 330 x 473 mm 
Birch Plywood 15 mm
Steel &  Aluminium
Polyurea
Black
2 x Speakon NL8
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